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"How'd you get 'erm in there?"is the question you'l hear mast aften when you wear this slide.
“oull need a thin, razor-sharp krife to whittle it

Step L
Stert with e block of Basswood.
3/4x5/4"x 23 /8"
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Step2.
Lay out the rails and end pieces on
cach fare of the block.

The rails are 1/8"square
and the end pieces
are 1/ thick. /

Step 3.
Transfer the reil dimensions to one end
piece. The distance betreen the marks

i the largest size ball that will
Atin therails. Transfer

this dimension to

fwo locations

oneahsidz.

Step 4.
To make whittling easier, drill &

a/er

Wear slid like this.
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series of 1/8" holes in
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Step 5.
Cut dovn between the marks on
each side. Be careful not to
cut into the rails.

NOTE:
Mast of the whittling in Step 5 s acrass
the grain. Make sure your knife is sharp.
and whittle carefully.

Step 6.
Make ""cuts along each rail, rounding
ach piece into a cylindrical shape.
Reduce the diemeter of cach cylinder
by removing alitile wood

on cath fare X. Continue
rounding each
cylinder-uril it
i free of the
rails

Step 7.
Finish rounding the balls by cutting off
the edges of the eylinders. Cleanup
the ralls and sand the slide
carefully. Finish withe
few light coats of
cleer spray.

Finichedslide

Tused o #1 scalpal
bl for thi shide. MW





